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Limited Special Offer 
 

A one-time order limit of 3 pieces of WL4865 per customer is in effect – this offer is valid until 30.09.2024. 
 

 
 

AMEC-EUROPE LTD. has engineered the 18" WL4865 
Hydrant Pit Lid in accordance with EI1540 6th Edition 
and EN124 (1&3): Load Class F900, ensuring a single 
test load capacity of up to 100 tons for 30 seconds. 
 
Featuring removable feet, these lids serve to safeguard 
the Aviation Hydrant Lid, and the wear marks indicate 
when an exchange is necessary. 
 

Key Features 

• 18” WL4865 

• Retrofit WL 
Pit Box & Lid 

• 100% suitable 

• Al-alloy 

• Origin EU 

• Exchangeable 
feet  

• Wear marks 
indicator 

• <= 18kg/pcs 

• EI 1540 
6th Edition 

• Insert Plate 

• Individual 
engraving 

• EI 1542 

• EI 1584 

• AIR BP REF:  
Mech 30 

• Load tested. 
EN 124-3 :2015 
F900  

• Load up to 
100to/30sec 

• FAA AV 150/5320 
6D Appendix 3 
Part – D 900kN 

Retrofitting installed Pit Boxes, made by Warner Lewis (Parker Velcon), with our 18” WL4865 
Hydrant Pit Lid, including certification and insurance, ensures the protection of your 
investment. 
 
The test results for the 18" WL4865 Hydrant Pit Lids have been certified by independent 
inspectors, ensuring their consistently high quality through quality monitoring in compliance 
with the EN 124 standard. 
 
Technical Data Summary  
Standard: 
 

Conforms to EN 124-(1&3) Load Class F900, 
guaranteeing a single test load capacity of up to 100 
tons for 30 seconds. 
Watch our Video. 

Diameter:  455 mm (18 inches) 
Material:  Aluminum alloy 
Total weight:  less than 18 kg 
  
Accessories:  
 Exchangeable feet with wear mark indicators  
 Standard lid without engraving / Optional: Customizable 

engraving 
 Standard insert plate 'Jet A-1' / Optional: Blank insert 

plate  
 O-ring, 
 Retaining rope 
 
 
 
 
 
 
 
 
 

Discount 

33% 

mailto:sales@amec-europe.com
https://amec-europe.com/wp-content/uploads/2024/05/AMEC-WL4865-EN124-1000kN_Web.mp4
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Order 
Yes, I want to get my one times order limited of 3 pcs 18” WL4865 Pit Lid 

18” WL4865  3 pcs without VAT €1,499.00 €4,497.00 
Exchangeable feet  included  €0.00 
Customizable engraving included  €0.00 
Insert plate ‘Jet A-1’ included  €0.00 
O-ring included  €0.00 
Retaining rope included  €0.00 
Price (Total) without VAT €4,497.00 

All prices are subject to an additional 19% VAT in Germany, as well as alternative VAT rates 
and import customs duties in the country of final destination.  
Shipping Method & Terms EXW (Incoterms 2023) 
Payment  100% readiness of products, prior to dispatch 
General Terms and Conditions https://amec-europe.com/imprint/general-terms-and-conditions-of-purchase/ 

  
Ordered by  
Company Name:  
  

Address:  
  

Phone/Email:  
  

Contact Person:  
  

VAT-ID/EORI#:  
  

Authorized Signature – Date:  
 

   

Manufacturer/Seller   
 AMEC-EUROPE LTD.  
 152 City Road  
 London EC1V 2NX  
 United Kingdom  
Phone / E-Mail: +44(0560)3054 208 / sales@amec-europe.com   
Contact Person: Fabrice Jean Louis  
VAT-ID/EORI#: VAT UK No  GB222 7736 13 

VAT DE No  DE340 6726 66 
EORI No GB222 7736 13 000 
EORI No DE664 4435 6212 2949 
TSP No GBEIR222 7736 13 000 

 

€2,997.00 

mailto:sales@amec-europe.com
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Accessories 

• Retaining rope – Tether 

• Seal – O-Ring 

• Heating < =7°C (AMEC Pit Box) 

• SMART – Bluetooth Interface to PLC 
via AMEC Pit Box 

• Al-alloy plate (engraved text) 

• Individual engravings 

  
Other hydrant pit products 

• AMEC Pit Box 
o WL4354 
o WL5225 
o WL6000 
o WL7900 
o WL3640 
o WL4354-S 
o WL5225-S 

• AMEC High-Low Point 
o WL4231 

• AMEC Accessory 
o Distance Ring 
o WL6000 Elevation Ring 

• CLA-VAL  
o Hydrant Pit Valve 
o Hydrant Isolation Valve 

• AMEC Pit Lid 
o WL6000 (Dia. 20”) 
o WL6000 (Dia. 22”) 

• AMEC Shoulder Ring 
o SR4865 
o SR6000 (Dia.20”) 
o SR6000 (Dia.22”) 

• Rolling Cover Pit Assembly 

• AMEC Heated Hydrant Pit Box Kit 
o For artic use 
o Ex-Zone approved. 

• AMEC Hydrant Pit Box Draining 
o 1” bottom access for central draining 

 
 
 
 
 
 
 
Distribution/Partners 

Africa Asia 
e'Afrifil (Pty) Ltd. 
1 Cnr Chilworth & Pressburg Roads 
ZA 1645 Johannesburg 

                                                      Tel. +27 11 452 5444 

 

Australia/South Pacific America 
148 Newton Road Wetherill Park NSW 
2164 Australia Tel +61 490 428 863 

 
Mr. T. Landmann 
Phone: +44(0)784 6941 664 
E-mail: sales@amec-europe.com 

EUROPE 
Mr. T. Landmann 
Phone: +44(0)784 6941 664 
E-mail: sales@amec-europe.com  

 

India  

E-71, Additional MIDC Patalganga 
Karade Khurd, Tal: Panvel, Dist: Raigad, 
Maharashtra 410220 – INDIA 
Phone: +91 21 92 25 22 98-99 
E-Mail: welcome@titan-asia.com  

 

Manufacturer 
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